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451  Alternate Action (AA) On/Off
453P  Pneumatic Timer, Adjustable

  MODELS

• Stainless steel push button
• Heavy duty thick aluminum faceplate
• Security screws

  STANDARD FEATURES

SDC’s 450 series vandal resistant push button switches 
incorporate a 1/4’’ thick aluminum faceplate and an all stainless 
steel button. The assembly will resist the impact of a hammer blow.  
In addition, security spanner mounting screws are concealed by 
tamper resistant aluminum plugs to inhibit tampering.

453P models include a 1 to 45 second pneumatic timer for 
delayed re-locking.  
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https://sdcsecurity.com/docs/Limited-Warranty.pdf
https://sdcsecurity.com/docs/Buy-American.pdf
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451 453P

Faceplate 1/4” Aluminum 1/4” Aluminum

Size Single Gang Single Gang

Dimensions 27/8” x 41/2” 27/8” x 41/2” 

Wire Leads 6”, 20 AWG Screw Terminals

Weight 0.5 lbs 0.5 lbs

Contact SPDT DPST

Rating 5 Amp @ 30 VDC Resistive 3 Amp @ 30 VDC Resistive

Type Alternate Action (AA) On/Off Pneumatic Timer, Adjustable (1-45)

451N 453PN

Size Narrow Narrow

Dimensions 13/4” x 41/2” 13/4” x 41/2”

  SPECIFICATIONS

 
   

 

1| SPECIFY MODEL

NARROW
451N  Alternate Action (AA) On/Off
453PN  Pneumatic Timer, Adjustable  
 

SINGLE GANG
451  Alternate Action (AA) On/Off
453P  Pneumatic Timer, Adjustable

 STEP NUMBER: 1 2
ORDERING EXAMPLE: 451 V

2| SPECIFY FINISHES 
V  628 Dull Aluminum 

  RELATED PRODUCTS

RETROFIT BACK BOX
BB1D  Single Gang, 21/4” x 33/4” x 23/4”

FOLLOW STEPS FOR ORDERING
Designates optional step

  HOW TO ORDER


