
sdcsecurity.com  ■  800.413.8783                                                                                                                                                                                     Security Door Controls

Security Door Controls

the lock behind the system1

APB1000A  Emergency Access Panel
  MODELS

• Latching mushroom push button 
• Easy to read activation instruction
• Integrated siren sounds upon activation
• Key reset
• Push button utilizes screw terminal wire 

connections
• Siren utilizes quick-connect connection tabs

  STANDARD FEATURES

SDC’s line of emergency door releases includes the APB1000A 
emergency access panel for elevator lobby door systems. It 
provides a physical method of unlocking an electronic lock in the 
event of an emergency and includes a mushroom button with key 
reset and siren. 

APB1000A 
Emergency Access Panels
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https://sdcsecurity.com/docs/Limited-Warranty.pdf
https://sdcsecurity.com/docs/Buy-American.pdf
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  APPLICATIONS

• Elevator lobby door systems IN CASE OF EMERGENCY
PUSH PALM BUTTON

DOOR WILL UNLOCK AND
SECURITY ALARM WILL SOUND

APB1000A
Lettering is 3/4” high and 1/8”wide stroke on a contrasting background.

Red palm mushroom 
button with key reset Siren

APB1000A

Dimensions 8” x 12” x 3”

Material Rowmark Plastic

Contact DPST

Rating 5 Amp @ 24 VDC Resistive

Type Momentary (MO) Latching w/ Key Reset

Siren Piezo

Input 12-28 VDC

Current Draw 13 mA @ 24 VDC

Sound Level 93 dB @ 30 cm (max)

  SPECIFICATIONS

 
   
 

1| SPECIFY MODEL
 APB1000A  Emergency Access Panel

 STEP NUMBER: 1
ORDERING EXAMPLE: APB1000A

FOLLOW STEPS FOR ORDERING
Designates optional step

  HOW TO ORDER

Los Angeles Building Code
CBC 1010.1.9.13 Access-Controlled Elevator Lobby Doors in High-Rise Office Buildings

  CERTIFICATIONS


