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INSTALLATION INSTRUCTIONS

BPS6V
42" SURFACE MOUNT 6" SQUARE POST
NO PREP
7 a 1.5" DIA HOLE THROUGH BOLLARD
2 Q} @ 1 MOUNTING BRACKET FOR CONDUIT

MOUNTING HOLES
(4 PLACES)
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1/2” THICK MORTISED BOLLARD CAP

<~ 6" [152mm] —» R.F. TRANSPARENT (BLACK)

T~ #2-56 SET SCREWS
SECURES THE BOLLARD CAP
DO NOT OVER TIGHTEN

42-3/16” [1076mm]

s il /87 [3mm]

1/2” HEAVY DUTY MASONRY ANCHORS,
MINIMUM ENGAGEMENT 1-1/4” DEEP

/NEC CLASS Il CIRCUIT (BY OTHERS)

| 1/4” THICK ALUMINUM

| / BOLLARD MOUNTING BRACKET
|

|

%/1/4-20 STAINLESS STEEL F.H.M.S.

/ MASONRY MOUNTING SURFACE

1-1/4” [31mm]

]
S (
=

&=
EX e
. 4
{ q
M e
%

Exact product dimensions and features may
vary slightly from example shown above.

Any suggestions or comments to this instruction or
product are welcome. Please contact us through
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