








QE Security Door Controls
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QE Security Door Controls

801 Avenida Acaso, Camarillo, Ca. 93012 « (805) 494-0622 -
www.sdcsecurity.com * E-mail: service@sdcsecurity.com

INSTALLATION INSTRUCTIONS LR100DMK
DOR-O-MATIC ELECTRIC LATCH RETRACTION DEVICE KIT

@  Shaft Collar

% Push Bar
Mounting Base ELECTRICAL DATA
24VDC @ 500/180mA
RED (+) BLK (-)
PATENT PENDING

Remove the five screws from the bottom of the device (3 along the center and two on the sides
attaching the head).

Slide the bottom housing off of the Push Bar mounting base plate.

Attach the LR100DMK to the Push Bar mounting base plate where shown with the screws provided.
Position the shaft collar on the LR100DMK so it’s approximately 1/8” away from the Push Bar shaft.
Tighten the shaft collar in place.

Slide the bottom housing back in place over the Push Bar mounting base plate and re-attach the five
screws. Test the LR100DMK for proper function (Shaft Collar may need additional adjustment
depending on the length of the Push Bar Shaft).

Run wires through the door and attach to power. Attach Push Bar assembly to the door.

Any suggestions or comments to this instruction or
product are welcome. Please contact us through

PAINSTALLATION INST\SWITCH KITSUNST-LR100DMK.vsd  REV - 05-11 Page 1 our website or email engineer@sdcsecurity.com



QE Security Door Controls

801 Avenida Acaso, Camarillo, Ca. 93012 « (805) 494-0622 -
www.sdcsecurity.com * E-mail: service@sdcsecurity.com

INSTALLATION INSTRUCTIONS LR100CRK
CORBIN/RUSSWIN ELECTRIC LATCH RETRACTION DEVICE KIT

Carefully remove the End Cap Cover,
End Cap, Cover, Cover Plug and
Housing Cover.

G

(4
\ \ Cover Plug
q ) ﬁ Housing Cover

Cover

End Cap- ;\j

Loosen screws just
enough to insert the round
pin of the Strap Assy.

A\

Strap Assembly

\\ » > End Cap
% Cover
Remove material between A

these two holes to form a slot.

iy - ELECTRICAL DATA
7 N 24VDC @ 500/180mA
RED (+) BLK (-)

N = = —<s ’<v PATENT PENDING

£ r 4
7

S &
Attach the E.L.R. to /\

the Housing with the
supplied screws. Attach the Strap Assy.

to the Motor Link.

Any suggestions or comments to this instruction or
product are welcome. Please contact us through

PAINSTALLATION INST\SWITCH KITS\INST-LR100CRK.vsd REV - 05-11 Page 1 our website or email engineer@sdcsecurity.com



g@ Security Door Controls

801 Avenida Acaso, Camarillo, Ca. 93012 + (805) 494-0622 -«
www.sdcsecurity.com < E-mail: service@sdcsecurity.com
INSTALLATION INSTRUCTIONS LR100PDK
ELECTRIC LATCH RETRACTION DEVICE KIT
(PHI/STANLEY)

Carefully remove the End Cap, End Cover, Device Housing and Pushbar. If present

in device, remove dogging. Replace existing spring with new SDC supplied spring.

Attach L. R. Assembly to Exit Device.

ELECTRICAL DATA

24VDC @ 500/180mA

RED (+) BLK (-)
PATENT PENDING

REPLACE EXISTING
SPRING WITH NEW
SPRING SUPPLIED

DEVICE HOUSING

® END COVER
\‘
END CAP —~ €

ELECTRIC LATCH
RETRACTION ASSEMBLY

LINKAGE

ELECTRIC LATCH RETRACTION
ASSEMBLY TO PHI EXIT DEVICE.

RE-ASSEMBLE PUSHBAR, HOUSING, COVER AND
END CAP BEING CAREFUL NOT TO DAMAGE THE
WIRES ON THE L. R. ASSEMBLY.

Any suggestions or comments to this instruction or
product are welcome. Please contact us through

P:AINSTALLATION INST\SWITCH KIT\INST-LR100PDK.vsd REV A  07-11 Page 1 our website or email engineer@sdcsecurity.com



Qm Security Door Controls

801 Avenida Acaso, Camarillo, Ca. 93012 + (805) 494-0622 -
www.sdcsecurity.com < E-mail: service@sdcsecurity.com

INSTALLATION INSTRUCTIONS LR100K2K (K2)
ELECTRIC LATCH RETRACTION DEVICE KIT

ELECTRICAL DATA

24VDC @ 500/180mA

RED (+) BLK (-)
PATENT PENDING

Step 1

Slide the Electric Latch Retraction
assembly into device and attach
the linkage to the latch retraction
rod (short linkage for standard,
long linkage for 4' device).

Short %

Long
Step 2 TIGHTEN SET
Carefully slide the assembly SCREWS TO -
back out until the linkage JUST LOCKDEVICE
_ ge JUol IN POSITION
makes contact with the latch N

retraction rod. Tighten set
screws.

SET
SCREWS

NOTE Retro-Fitting Vertical Rod Devices:

Before retro-fitting an electric latch assembly into a vertical device, the following must be done
to ensure proper alignment. Disconnect the vertical rods from the device. Install the electric
latch assembly as shown above. Once the ELR is properly installed energize it so that the
push pad is dogged down, by doing so it will allow for proper alignment for the vertical rods.
Finally reconnect the vertical rods to the device and make the proper adjusments.

Any suggestions or comments to this instruction or
product are welcome. Please contact us through

P:AINSTALLATION INST\SWITCH KITS\INST-LR100K2K.vsd REVB 09-11 Page 1 our website or email engineer@sdcsecurity.com



Q@ Security Door Controls

801 Avenida Acaso, Camarillo, Ca. 93012 « (805) 494-0622 -
www.sdcsecurity.com « E-mail: service@sdcsecurity.com

INSTALLATION INSTRUCTIONS LR100IDCK
ELECTRIC LATCH RETRACTION DEVICE KIT

ELECTRICAL DATA

24VDC @ 500/180mA

RED (+) BLK (-)
PATENT PENDING

Step 1

Slide the Electric Latch Retraction
assembly into device and attach
the linkage to the latch retraction

rod.
TIGHTEN SET
Step 2 SCREWS TO

back out until the linkage JUST IN POSITION
makes contact with the latch
retraction rod. Tighten set
SCrews.

Carefully slide the assembly LOCK DEVICE _\

—T=__ ) et

SCREWS

NOTE Retro-Fitting Vertical Rod Devices:
Before retro-fitting an electric latch assembly into a vertical device, the following must be done
to ensure proper alignment. Disconnect the vertical rods from the device. Install the electric
latch assembly as shown above. Once the ELR is properly installed energize it so that the
push pad is dogged down, by doing so it will allow for proper alignment for the vertical rods.
Finally reconnect the vertical rods to the device and make the proper adjusments.
Any suggestions or comments to this instruction or

product are welcome. Please contact us through

P:AINSTALLATION INST\SWITCH KITS\INST-LR100SDC.vsd REV- 08-11 Page 1 our website or email engineer@sdcsecurity.com



