










Source codes indicate the origin, brand and 
model of the mechanical lockset.

Hitower® Pro SDC Lockset with lever trim
Z	 SDC Brand Lockset
ZY	 SDC retrofit lockset replaces SDC 
	 modifications of discontinued 
	 manufacturer models: Falcon-LM581; 
	 Sargent-7704/7705; Corbin-9557L/2257; 
	 Russwin- 7059L; Arrow-1600EW; Yale-
	 8705; Almet-5007; Best-35HEW
ZR	 SDC Replaces discontinued SDC 5000 series

Hitower® Mod
Major Brand Electrified Lock Chasis, 
Less Trim, Provided by SDC Factory
ZS Schlage ZD  Sargent ZP  Yale
ZA Falcon ZN  Arrow ZT  Best
ZI   Corbin Russwin

Mortise Locks Supplied by Distributor
Distributors supply SDC with the mortise 
lock body and armored front (less trim) for 
modification. SDC returns the modified lock body 
with an electric actuator. Upon installation, two 
lever return spring cages (supplied by distributor) 
are required for proper operation.

A	 Falcon    LM-561
	 * Falcon - Distributor supplies faceplate
		 020100-000
D	 Sargent  8204
I	   Corbin/Russwin   2057
N	 Arrow     B12
O	 Yale       7130F-L5 Exit Device
P	 Yale       8705FL & 8805S
R	 Schlage  Retrofit	 L9080
		 (Replaces discontinued SDC 5000)
S	 Schlage  L9080
T	 Best       45H
U	 Dorma    ML9050
V	 Marks     5J

7530  Locked both sides, failsafe.
7550  Locked outside only, failsafe.
7560*  Locked both sides, failsecure
7570*  Locked outside only, failsecure.
*(SDC and Schlage only)

L	 Left Hand	 LR	 Left Hand Reverse
R	 Right Hand	 RR	 Right Hand Reverse
(SEE FIG. 5 Page 4)

Standard fail-safe actuators 
For 1.750" to 2" (44.5 to 50.8 mm) 
face frames.
A	 115VAC	 B	 24VAC	 C	 24VDC

Narrow failsafe actuators 
For 1.25" to 1.5" (31.7 to 38 mm) 
face frames.
Special strike preparation required. 

D	 115VAC	 E	 24VAC	 F	 24VDC

Failsecure actuator 
For 2" (50.8 mm) face frames.
Special strike preparation required
for Schlage.
Available with source Z, ZR and S, 
Schlage L9080 only.
G	 115VAC	 H	 24VAC	 J	 24VDC

C	 605 Bright Brass
D	 606 Dull Brass
F	 611 Bright Bronze
G	 612 Dull Bronze
H	 613 Oil Rubbed Bonze
P	 625 Bright Chrome
Q	 626 Dull Chrome (Standard)
S	 629 Polished Stainless
U	 630 Dull Stainless

Lever handles are specified with SDC 
supplied lockset	s only, source Z and ZR.
All SDC Levers shown here are 
ADA Compliant.

L  Latch Status
Indicates the door is closed and latched, and 
unlatched or open.

S  Latched and Deadlocked Status
Indicates that the door is closed, latched 
and locked, and/or the door is unlatched or 
unlocked.

SC-10  10 ft Cable & Connectors
The cable and connectors enable
electrical contractors to finish wiring in 
advance of lock installation. Additionally, the 
use of socket connectors provide for quick 
and easy troubleshooting.

SC-10-5  10 ft Cable & Connectors for locks 
with options.

SSP  Retrofit Strike
For existing hollow metal frame or wood door 
installations.

Extended Lip Strikes
Specify in writing. Up to 2" maximum.

Specification Examples
Distributor supplied lockset
S	 7550	 LR	 C	 Q	 SC10

SDC supplied lockset
Z	 7550	 LR	 C	 Q	 LS	 SC10-5

Actuator Mortar Guard Back Boxes 
UL Listed.
(SEE FIG. 6)
7500EB-S
For standard actuators installed in 1.75" and 
2" (44.5 to 50.8 mm) face frames.

7500EB-N
For narrow actuators installed in 1.25" and 
1.5" (31.7 to 38 mm) face frames.

7560EB-2
For failsecure actuators installed in 2" (50.8 
mm) face frames.

Models Voltage Options

Functions

Hand

Finish

Levers

G Galaxy 
with rose

07 Schlage equivalent 
with SDC B rose

07 Schlage equivalent
     with escutcheon12 Schlage equivalent

with SDC B rose

12 Schlage equivalent
     with escutcheon

GE 
Galaxy with
escutcheon

EE 
Eclipse with
escutcheon

Nova 
Nova with
escutcheon

E Eclipse 
with rose

N Nova 
with rose
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SDC is not a licensee of, or affiliated or connected with ASSA/Abloy, 
Yale Security, Corbin-Russwin, Sargent Manufacturing Company, Ingorsol 
Rand, Schlage Lock Company, Best Lock Company, PDQ, Cal Royal, 
Marks USA, Dorma, Arrow Lock Company, Falcon Lock Company or any 
of their subsidiaries or affiliates.

Competitive Lock Comparison Chart

•	 ANSI 156.13 Grade 1
•	 Backset: 2.75" (69.85mm)
•	 Minimum Door Thickness: 1.75" (44.4mm)
•	 Supplied Less Key Cylinders

Standard Frame Actuator Strike Prep
Standard ANSI 4.875" x 1.25" 
For 1.75" to 2" face frames.  
The standard strike preparation  
does not require modification.
Strike and lock body offset depends on lock 
brand

Narrow Frame Actuator Strike
8.5" x 1.25"
For 1.25" to 1.5" narrow face frames. 
This is a modified frame preparation.

Failsecure Actuator Strike
SDC Z7560, Z7570: 4.875" x 1.25"
Schlage S7560, S7570: 5.75" x 1.25"
For 2" face frames.  
This is a modified frame preparation.

9" x 1.25" 
For 2" inch hollow metal frames 
or pairs of wood doors

0.5 Amp @ 24VDC
0.5 Amp @ 24VAC
0.2 Amp @ 115VAC

L	 Latch Status: SPDT, 5 Amps @ 30V
S	 Latch & Deadlock Status: 
	 SPDT, 3 Amps @ 30V

Mechanical Lock Specifications

Frame Actuator

RS Retrofit Strike

Electrical Specifications

Right Hand
"RH"

Left Hand
"LH"

(OUTSIDE)

Left Hand
Reverse
"LHR"

Right Hand
Reverse
"RHR"

(OUTSIDE) FIG. 5

	 SDC - HiTower®	 ACSI - Gemini	 Corbin/Russwin

	Failsafe
	 7530	 8500-M2-PL	 ML22960
	 	 	 ML22907  
	 7550	 8500-M1-PL	 ML22950
	 	 	 ML22905
	Failsecure
	 7560	 8500-M2-PUL	 ML22980
	 	 	 ML22909
	 7570	 8500-M1-PUL	 ML22970
	 	 	 ML22908
	Options	
	 SC-10	 QC

	 L SPDT	 N/A
	 (Latch Status only)

	 S SPDT	 CLS Closed loop only
	(Latch & Deadlock Status)	 OLS Open loop only
		  (SPDT not available)

	Mortar Guard
	 7500EB-S	 302-03-02
	 (1.75" - 2" Face Frames)

	 7500EB-N	 303-03-04
	(1.25" - 1.5" Face Frames)


