INSTALLATION INSTRUCTIONS
BPS6PV SQ. POST SURFACE MT TOUCH PREP. 628
6" SQUARE POST

BOLLARD
MATERIAL: ALUMINUM TYPE 6063-T5
STAINLESS STEEL TYPE 304
AVAILABLE FINISHES: ALUMINUM;
ANODIZED CLEAR (628),
DARK BRONZE, (710) LIGHT BRONZE,
BLACK (711) AND MILL FOR PAINTING
OR POWDER COATING.
STAINLESS STEEL;
US32D (630) SATIN, US32 (629) MIRROR

INGRESS’R
MATERIAL: ALUMINUM TYPE 6063-T5
STAINLESS STEEL TYPE 304
BRASS TYPE 464
AVAILABLE FINISHES: ALUMINUM;
ANODIZED CLEAR (628) AND
DARK BRONZE (710)
STAINLESS STEEL;
US32D (630) SATIN, US32 (629) MIRROR
BRASS;
US4 (606) SATIN UNCOATED,
US3 (605) MIRROR UNCOATED

1/2” x 2-3/4” HEAVY DUTY MASONRY ANCHORS
MINIMUM ENGAGEMENT 1-1/4” DEEP

NEC CLASS II CIRCUIT (BY OTHERS)

1/4” THICK ALUMINUM
BOLLARD MOUNTING BRACKET

1/4-20 STAINLESS STEEL FHMS

MASONRY MOUNTING SURFACE

Any suggestions or comments to this instruction or product are welcome. Please contact us through our website or email engineer@sdcsecurity.com