INSTALLATION INSTRUCTIONS
BPS6SV SQ. POST 42" SURFACE MOUNT 1 GANG
6" SQUARE POST

1.5" DIA HOLE THROUGH BOLLARD MOUNTING BRACKET FOR CONDUIT

MOUNTING HOLES (4 PLACES)

3/16" [5mm] 6" [152mm]

1/2" THICK MORTISED BOLLARD CAP R.F. TRANSPARENT (BLACK)

#4-40 SET SCREWS DO NOT OVER TIGHTEN

STRAP FOR OPTIONAL TRANSMITTER CONNECT WIRES TO SWITCH

SINGLE GANG MOUNT PREP FOR: STANDARD 4-1/2" AND 6" SWITCHES AND A VARIETY OF KEY SWITCHES, CARD READERS, PROXIMITY READERS, ETC.

1/8" [3mm]

1/2" HEAVY DUTY MASONRY ANCHORS, MINIMUM ENGAGEMENT 1-1/4" DEEP

NEC CLASS II CIRCUIT (BY OTHERS)

1/4" THICK ALUMINUM BOLLARD MOUNTING BRACKET

1/4-20 STAINLESS STEEL F.H.M.S.

MASONRY MOUNTING SURFACE

Exact product dimensions and features may vary slightly from example shown above.

Any suggestions or comments to this instruction or product are welcome. Please contact us through our website or email engineer@sdcsecurity.com.