
CBC482A4U 

42" SURFACE MOUNT 6" SQUARE POST

(2) SINGLE-GANG PREPS FOR 4-½” SQ. SWITCHES (INCLUDED)
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Any suggestions or comments to this instruction or 

product are welcome.  Please contact us through 

our website or email engineer@sdcsecurity.com 

Exact product dimensions and features may 
vary slightly from example shown above.
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3/16” [5mm]

1/8” [3mm]

1.5" DIA HOLE THROUGH BOLLARD

MOUNTING BRACKET FOR CONDUIT

MOUNTING HOLES

(4 PLACES)

1/2” THICK MORTISED BOLLARD CAP

R.F. TRANSPARENT (BLACK)

#2-56 SET SCREWS 

SECURES THE BOLLARD CAP

DO NOT OVER TIGHTEN

SINGLE GANG MOUNT PREP (X2) FOR

4-½” SQUARE ADA ACTIVATION 

SWITCHES (INCLUDED).

MASONRY MOUNTING SURFACE

1/4-20 STAINLESS STEEL F.H.M.S.

1/4” THICK ALUMINUM

BOLLARD MOUNTING BRACKET

NEC CLASS II CIRCUIT (BY OTHERS)

1/2” HEAVY DUTY MASONRY ANCHORS, 

MINIMUM ENGAGEMENT 1-1/4” DEEP

SECURITY DOOR CONTROLS   ■   WWW.SDCSECURITY.COM

[t] 800.413.8783  ■  805.494.0622  ■  E-mail: service@sdcsecurity.com  ■  801 Avenida Acaso, Camarillo, CA  93012  ■  PO Box 3670, Camarillo, CA  93011

INSTALLATION INSTRUCTIONS
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Activation Switch Specifications

Physical  Size:  4-1/2"sq x 1-15/32"D

Switch mounts to a Single Gang (2"x4") or Double Gang (4"x4") prep on bollard

Contact Type: SPDT Momentary

Contact Rating: 2 Amp @48VDC

                      15 Amp @125/250VAC
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Typical Wiring

PUSH

TO OPEN

Switch 

#1

PUSH

TO OPEN

Switch 

#2

COM

N/O

COM

N/O

To Operator Activation or 

Wireless TX Activation


